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ABSTRACT: Silt sediments are frequently encountered in the coastal areas of the North Sea. Evaluation of the 
silt behaviour must ideally rely on in-situ tests, in particular the piezocone test. However, interpretation of 
piezocone data in silt sediments is problematic and derived parameters can seem to differ significantly from 
those obtained by investigating intact samples in the triaxial apparatus. Use of the state parameter ψ in 
conjunction with the critical state line provides a precise definition for the state of silt, and thereby important 
aspects, such as resistance to cyclic liquefaction. The objective of this paper is to provide a site-specific 
correlation between the dimensionless group of piezocone parameters (qt-u2)/p’ and the in-situ state parameter 
ψ0, while accounting for partial drainage during penetration. Silt from the North Sea was used as a case study. 
The process of penetration was simulated using cylindrical cavity expansion in conjunction with a plasticity 
model formulated within the framework of critical state soil mechanics. The results readily explain the low cone 
tip resistance measured in silt sediments; this is a derived effect of the silt having a large slope of the critical 
state line, resulting in rather weak and compressible behaviour at high mean effective stresses.     
1 Introduction 
Wind power currently offers a very competitive source of renewable energy, 
and therefore the market for onshore and offshore wind farms is projected to 
expand rapidly within the next decade. There are strong political and 
industrial forces, especially in northern Europe, supporting the development 
of offshore wind farms to reduce the reliance on fossil fuels and control 
greenhouse gas emissions. Most current foundations for offshore wind 
turbines (OWTs) are “monopiles”, which are stiff piles with large diameters, 
typically 4 - 6 m, as illustrated in Figure 1. It is characteristic for offshore wind 
turbines that the sub-structure is subjected to strong cyclic loading, 
originating from wind and wave loads.  
 
The geotechnical investigations for future offshore wind farms are generally 
performed in the pre-investment stage and are thus kept to a minimum. The 
most widely used in-situ investigation device for the estimation of soil 
classification and geotechnical parameters is the piezocone (CPTu). A 
piezocone is pushed into the ground at a constant rate, while the cone 
resistance, sleeve friction and pore pressures are measured.  Typically, a 
single piezocone test is performed at each wind turbine location and it is 
supplemented with few scattered borings throughout the site. Silt sediments 
are frequently encountered in the coastal areas of the North Sea, typically at 
depths 5 - 15 m. Generally, the geotechnical properties of silt are less 
understood and more difficult to measure than those of sand and clay. 
Though the shear strength properties of silt are comparable to those of sand, 
and the volumetric compression properties are comparable to those of clay, 
large variations occur in silt due to its general composition, with varying fines 
content and permeability.  
 
Interpretation of piezocone data in silt layers is difficult due to the complex 
deformation of the soil around the cone during penetration combined with the 
effect of drainage conditions in saturated soil. In practice, methods for 
piezocone interpretation in sands and clay are primarily based on empirical 
Figure 1 . Offshore wind turbine 
on monopile foundation. 
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correlations between soil properties and the piezocone quantities qt, fs and u2, the corrected cone tip resistance, 
the sleeve friction and the dynamic pore pressure measured at the cone shoulder, respectively (Lunne et al., 
1997). During cone penetration, it is generally assumed that the response of clean sand is governed by fully 
drained conditions, whereas clay is governed by fully undrained conditions. A soil consisting of silt represents an 
intermediate soil, between sand and clay, in which cone penetration takes place under partially drained 
conditions at a standard rate of penetration (20 mm/s). Under partially drained conditions, the soil behaviour is 
affected by the degree of pore pressure dissipation during cone penetration. When almost undrained conditions 
govern cone penetration, it is most obvious to interpret the soil strength in terms of the undrained shear strength. 
However, an effective strength approach for silt is often more applicable for design application, as drainage 
occurs over long time scales. Obtaining effective strength parameters from an almost undrained cone 
penetration is conceptually difficult; therefore methods for interpretation of piezocone tests in silt are limited and 
not well established.  
 
The primary design drivers for OWT foundations are those of deformation and stiffness rather than ultimate 
capacity. Modern OWTs are designed as “soft-stiff” structures, meaning that the 1st natural frequency is in the 
range between the excitation frequency bands, 1P and 3P, in order to avoid resonance. 1P and 3P denote the 
frequency bands of the rotor rotation and the blade passing, respectively. Any significant change in stiffness may 
result in interference between the 1st natural frequency and the excitation frequency, 1P or 3P, which can be 
highly problematic. The design of an OWT foundation must therefore be undertaken carefully in order to obtain a 
foundation stiffness within a specified stiffness range, prescribed by both an upper and lower bound. A 
conservative design may not be an option, and it is therefore important to determine the in-situ soil conditions 
accurately. In silt layers, it is necessary to develop a site-specific piezocone correlation to interpret the 
piezocone data. However, parameters derived from piezocone data in silt sediments may seem to differ 
significantly from those obtained by investigating intact samples in the triaxial apparatus. This raises the 
question whether the parameters derived from triaxial tests represent the in-situ state or a disturbed state, as it 
can be difficult to obtain and subsequently establish a silt sample in a triaxial apparatus without disturbing the in-
situ conditions.  
 
The presence of loose silt is particularly problematic as it imposes the risk of cyclic liquefaction or mobility 
developing in response to cyclic loading originating from the wind turbine (e.g. Groot et al., 2006). An inevitable 
consequence is that the natural frequency of the structure decreases and perhaps coincides with the excitation 
frequencies of the rotor. This is not acceptable and therefore, sites with loose silt are currently avoided. Soil 
liquefaction is a major concern in areas exposed to earthquakes. The most commonly used technique for 
assessing the risk of soil liquefaction is developed on the basis of an extensive database of empirical data from 
SPTs and CPTs performed at sites that either had or had not experienced liquefaction due to earthquake 
loading. However, the correlations are not applicable to assess the risk of cyclic liquefaction induced by the 
cyclic loading of an OWT, as neither the type of cyclic loading, duration of loading nor drainage conditions are 
comparable. Thus, a more fundamental approach is required. 
1.1 Critical state interpretation of silt sediments 
Critical state soil mechanics (CSSM), (Roscoe et al. 1958; Schofield and Wroth, 1968), provides a broad 
framework for explaining the fundamental behaviour of fine-grained materials. Within CSSM, the variation of 
critical void ratio eCSL and the mean effective stress p 
is assumed linear in e-ln(p) space, as defined by the 
critical state line (CSL): 
)/ln( refCSL ppe λ−Γ=      (1) 
in which pref = 1 kPa. The constants λ and Г denote 
the line inclination and the void ratio at unit mean 
effective stress, respectively. An essential parameter 
arising from CSSM is the state parameter ψ = e-eCSL 
(Been and Jefferies, 1985). At a given void ratio and 
mean effective stress, the state parameter describes 
whether the soil is dilative or contractive at large 
strains, and is used to substitute the concept of 
relative density. The resistance to cyclic liquefaction is 
highly influenced by the state parameter and the 
lowest resistance is obtained for ψ > 0. Empirical 
evidence shows that the liquefaction resistance is also 
affected by the presence of fines (Seed et al., 1985). 
The fines may either be plastic or non-plastic and the 
weight percentage of fines varies. The effect of non-
Figure 2 . Illustration of state parameter and 
variation of critical state line with fines content. 
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plastic fines content (up to at least 30% by weight) can be interpreted from CSSM as a rotation of the CSL 
around a fixed pivot point in e-ln(p) space (Bouckovalas et al., 2003) (Figure 2). This implies that a high content 
of fines increases the tendency for dilation for mean effective stresses lower than that of the pivot and decreases 
it for mean effective stresses higher than the pivot.    
 
Thus, use of the state parameter ψ in conjunction with the critical state line, provides a precise definition for the 
state of silt. Interpretation of piezocone data should therefore rely on the CSSM parameters – in particular the 
state parameter – to assess the in-situ state of the silt sediments and thereby, important aspects, such as 
resistance to cyclic liquefaction. Been et al. (1986; 1987) proposed a method for estimating the state parameter 
for cone penetration tests in sand, based on the dimensionless cone penetration resistance Qp = (qt-p0)/p’0 in 
which p’0 represents the in-situ mean effective stress level. This method provides a direct relation between Qp 
and the in-situ state parameter ψ0 by: 
)exp( 0ψmkQp −=      (2) 
in which m and k are dimensionless soil-specific parameters to be determined from the steady state line 
obtained from a series of triaxial tests. This appears to be a very useful approach; however, the relationship is 
only applicable under fully drained conditions. Houlsby (1988) suggested that (qt-u2)/σ'v0 = Q(1-Bq)+1 represents 
a fundamental dimensionless group for interpretation of undrained penetration. However, the group Q(1-Bq)+1 is 
normalized with respect to σ'v0 and therefore eliminates any influence of the geostatic stress ratio K0, and 
thereby the mean effective stress p’. This is problematic as ψ is a function of p’. Calibration tests have shown 
that the influence of K0 becomes negligible when normalizing with respect to p’ rather than σ'v0 (Clayton et al., 
1985; Been et al., 1986). Therefore, Been et al. (1988) proposed that Qp(1-Bq)+1 relates to ψ0, analogously to Qp 
in (2). This relation was confirmed using cavity expansion theory (Shuttle and Cunning, 2007). However, the 
definition of the group Qp(1-Bq)+1 is inconsistent, as Qp is defined in terms of p’0, while Bq is defined in terms of 
σ'v0. A more consistent approach, adopted in this paper, is to simply relate ψ0 to the dimensionless group (qt-
u2)/p’0 by:  
)exp(
'
0
0
2 ψuut mkp
uq
−=
−
    (3) 
in which ku and mu are dimensionless soil-specific parameters.   
 
This paper presents a numerical study of piezocone penetration in silt sediments encountered in the North Sea, 
close to the Danish coastline. The objective is to establish a site-specific correlation between measured 
piezocone parameters, in terms of (qt-u2)/p’ and the in-situ state of the silt sediments, in terms of the state 
parameter ψ0. The piezocone penetration is simulated, assuming axial symmetry conditions, allowing the 
process of cone penetration to be modelled as a cylindrical cavity expanding in a saturated two-phase soil, using 
the commercial finite difference code FLAC3D (Itasca, 2005). Intact samples of the silt sediments were tested in 
the triaxial apparatus and simulated, using the modified critical state two-surface plasticity model for sand 
(Manzari and Dafailas, 1997; LeBlanc et al., unpublished), implemented as a user sub-routine in FLAC3D. A 
series of calculations were performed to investigate piezocone penetration in drained, undrained and partially 
drained conditions and determine representative values of ku and mu.  
2 Numerical simulation of piezocone using the method of cavity expansion 
Several theories, with different degrees of simplifying assumptions, are available for the analysis of cone 
penetration. Numerical methods for simulating cone penetration include cavity expansion, steady state solution 
and large strain finite element methods. In a cylindrical cavity expansion approach, the process of penetration is 
assumed equivalent to the creation of a cavity under axial symmetry conditions. It is generally accepted, that the 
method of cavity extension is capable of estimating cone penetration resistance (Yu, 2000; Yu and Mitchell, 
1998). In this paper, the process of penetration is modelled as a cylindrical cavity expanding in a saturated two-
phase soil to simulate a standard piezocone, that is, a cone having a diameter d = 35.7 mm, tip angle α = 600 
and penetration velocity v = 20 mm/s. This approach is similar to that followed by Silva et al. (2006). The cavity 
expansion model is built in FLAC3D, using 50 zones, decreasing logarithmically in size towards the cavity. The 
model allows for dynamic pore-pressure generation by simulating the coupled fluid-mechanical behaviour, using 
Darcy’s law for isotropic fluid transport (Itasca, 2005). Each simulation is conducted using 100,000 mechanical 
steps and the fluid flow equations were solved simultaneously using one or more sub-steps after each 
mechanical step. This model is schematically illustrated in Figure 3. 
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Figure 3 . Schematic illustration of stresses acting on the cone and the FLAC3D cavity expansion model. 
The prescribed initial conditions are the hydrostatic pressure u0, the vertical effective stress σ'v0 and the 
horizontal effective stress K0σ'v0. The prescribed stress acting on the outer boundary is K0σ'v0. The cavity is 
expanded radially from an infinitely small radius, simulated as an initial, very small radius (r = 0.01r0), to the 
radius of the piezocone (r0 = d/2). At time t, the radius is expanded by the magnitude r(t) = tan(α/2)vt, in order to 
simulate realistic drainage time scales. During the strain-controlled expansion, the radial stress σ'r and pore 
pressure u, acting in the cavity, are measured as functions of the displaced distance r. The pore pressure acting 
in the cavity, when expanded to r = r0, is assumed to approximate the pore pressure u2, measured at the 
shoulder of the piezocone. The cone tip resistance qt is determined from the vertical projection of all forces 
acting on the cone. It is assumed that the radial and vertical effective stresses, σ’r and σ’v, respectively, are 
principal stresses. Integration over r allows qt to be determined from: 
( ) ∫ +=
0
0
2
4
1 )'(2
r
vt drruqd σpipi                 (4) 
The frictional stresses acting on the cone during penetration depend on the interface friction angle δ and the 
effective normal stress σ'n. Using τ=σ’ntan(δ), an expression for σ’v in terms of σ’r can be obtained by eliminating 
σ’n, using the equations of horizontal and vertical force equilibrium in a point along the cone: 
))tan()tan(1/())tan(/)tan(1('' 22 αα δδσσ −+= rv    (5) 
A benchmark analysis by Yu and Mitchell (1998) showed that the best agreement between a cavity expansion 
solution and field observations was obtained for a perfectly rough cone. This suggests that the interface friction 
angle δ  should be chosen equal to the critical state angle of friction φcs, as adopted in this paper; this may be 
slightly conservative.     
3 Constitutive modelling 
A continuum-based constitutive model formulated within the framework of non-associated elasto-plasticity and 
CSSM, is adopted to simulate the behaviour of silt (LeBlanc et al., unpublished). The underlying model 
formulation is similar to the versatile and yet simple critical state two-surface plasticity model for sands by 
Manzari and Dafalias (1997) and Manzari and Prachathananukit (2001). The model has proved to simulate 
drained and undrained stress-strain behaviour of sands successfully under monotonic (and cyclic) loading, over 
a wide range of confining stresses and densities. The plasticity model is formulated using the CSL defined in (1) 
and adopts ψ as a fundamental model parameter. The elastic behaviour is based on a hypo-elastic formulation 
by which the bulk and shear modulus are defined by K = Kr(p/pa)b and G = Gr(p/pa)b, respectively, in which b is 
the pressure exponent and pa is the atmospheric pressure for which K = Kr and G = Gr. The elastic domain is 
enclosed by a yield surface with a cone-type shape with the apex at the origin, defined by:  
03/2s =−−= mppf α         (6) 
in which s is the deviatoric stress and α is a back-stress tensor defining the direction of the cone. The value of m 
defines the size of the yield surface. A bounding and a characteristic surface are defined in terms of the stress 
ratios M = q/p in triaxial compression by: 
ψ−+= bCSLbound kMM         (7) 
 ψcCSLchar kMM +=              (8)                  
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in which kb and kc are model parameters and MCSL is the critical stress ratio. This formulation ensures increased 
peak shear strength for densely packed sands. It is assumed that the critical state angle of friction ΦCSL is 
approximately the same under 
conditions of triaxial extension and 
compression. This assumption is 
used to formulate surfaces in stress 
space in terms of the lode angle θ. 
The surfaces are used to define 
thresholds for the back-stress tensor 
rather than the stress tensor. An 
outline of the yield, bounding and 
characteristic surfaces is illustrated 
in Figure 4. The direction of plastic 
flow is defined by: 
DI
3
1
n +=
∂
∂
σ
g
           (9) 
in which g denotes the plastic 
potential, I the identity matrix and n 
the deviatoric normal to the yield 
surface. The parameter D controls 
the isotropic flow direction and thus 
the volumetric behaviour of the plasticity model. The definition D = A0(βc:n), in which A0 is a model parameter, 
implies that the characteristic surface becomes the threshold between compressive and dilative behaviour for 
monotonic loading. The model adopts kinematic hardening, based on a proposition defining the evolution of α by 
)(3/22
n:
n:
~ mMb
b
C boundrb
br
b
−=







−
= ββ
β
α α              (10) 
in which Cα is a positive model parameter. The model is implemented in FLAC3D as a user-defined sub-routine, 
using an integration scheme based on an explicit return mapping method. Suitable correction strategies are 
applied to make the integration scheme stable and efficient.  
4 Model calibration for silt samples 
The constitutive behaviour is evaluated using intact samples of silt sediments originating from Horns Rev in the 
North Sea at a depth of 5.2-5.6 m below seabed. The samples were obtained using a vibrocore technique and 
could possibly have been disturbed before testing. The samples consisted of very silty, fine sand, with a mean 
particle diameter, D50 ≈ 0.07 mm, a water content, w ≈ 25% and a non-plastic fines content, f(%) ≈ 45%. The silt 
had a low plasticity index, IP ≈ 5.8%. A total of three triaxial CD tests were undertaken on cylindrical specimens 
with a height of 70 mm and a diameter of 70 mm, and bounded by smooth pressure heads. The samples were 
tested in triaxial compression after an initial K0-consolidation, to reach an in-situ geostatic stress ratio of 
K0 = 0.42 and vertical effective stress levels of 50, 100 and 150 kPa. All samples exhibited a strong dilative 
behaviour which indicated that the tested state was denser than the critical state. Direct interpretation of triaxial 
data to determine the critical state parameters of dense silt is problematic. It requires a constitutive model based 
on the critical state assumptions (Been et al. 1992). The critical state parameters are therefore determined from 
model calibration. The adopted model parameters are listed in Table 1 and the triaxial data and simulations are 
illustrated in Figure 5. 
Table 1 . Model parameters. 
Elastic parameters Critical state parameters Dilatancy Kinematic 
hardening 
Others 
Kr 
[MPa] 
Gr 
[MPa] 
B MCSL 
[-] 
λ 
[-] 
Γ 
[-] 
A0 
[-] 
Cα 
[-] 
kb 
[-] 
kc 
[-] 
m 
[-] 
15 7.5 0.5 1.33 0.048  0.987 0.84 88 6.1 1.2 0.15 
 
The model calibration led to an estimated state parameter for the silt sediments of ψ0 ≈ -0.14. The determined 
position of the CSL line correlated well with the postulated existence of a CSL pivot point (Bouckovalas et al. 
2003).    
 
Figure 4 . Outline of surfaces in the octahedral stress plane. 
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Figure 5 . Model calibration of three drained consolidated triaxial tests on Horns Rev silt. 
5 Discussion 
Simulations using the cavity expansion model are conducted to determine the pore pressure u2 and the cone 
resistance qt numerically in order to evaluate the dimensionless group (qt-u2)/p’0. An example of the calculated 
radial stress distribution immediately after cone penetration is shown in Figure 6a for k = 10-6 m/s, illustrating the 
gradual transformation from negative to positive pore pressures building up in response to the transformation 
from dilative to contractive behaviour. The degree of drainage during penetration can be interpreted using the 
non-dimensional cone penetration velocity V=vd/ch, which may be used to estimate the transition from drained 
(V≈0.03) to undrained (V≈30) penetration (House et al., 2001; Randolph and Hope, 2004; Silva et al., 2006). The 
controlling parameter is the coefficient of consolidation ch which is influenced by both permeability and soil 
stiffness; thereby also the mean effective stress level. Appropriate values of ch were determined by numerical 
simulation of one-dimensional consolidation tests, assuming that a representative consolidation pressure is 
equal to the mean effective stress governing in the cavity when fully expanded (r=r0). Though the permeability 
remains constant (k = 10-6 m/s), there are large differences in the non-dimensional velocity (V=0.22-1.8); this is 
an effect of ch dependency on both ψ0 and the mean effective stress level.  
 
A total of 28 simulations are performed to investigate the influence of permeability k and the state parameter ψ0, 
as illustrated in Figure 6b. All simulations are conducted using the initial conditions σ’v0 = 100kPa and K0 = 0.42. 
The results of the simulations are seen to form reasonably straight lines, confirming the expression postulated in 
equation (3). The slope of the undrained curve is higher compared to the drained curve. This is expected, as a 
dilative behaviour in undrained conditions causes negative pore pressure and thus an increased mean effective 
stress level in response to a volumetric expansion. This results in higher shear strength and thus higher cone 
resistance. The opposite effect governs for contractive behaviour in undrained conditions. For dense states 
(ψ0 ≈ -0.2), the transition from undrained to drained behaviour is found to occur in the range from k = 10-5 m/s to 
k = 10-8 m/s, corresponding to V = 0.03 and V = 13, respectively. While the permeability range is in good 
agreement with the empirical evidence reported by McNeilan and Bugno (1985), which suggested that partially 
drained conditions prevail between k = 10-5 and k = 10-8 m/s for cone penetration in silt, the normalised velocity 
of V = 13 lies somewhat below the usually accepted limit of 30 for undrained behaviour (House et al., 2001). For 
loose states (ψ0 ≈ 0.1), the transition is seen to occur at lower values of permeability in the range from  
k = 10-4 m/s to k = 10-7 m/s, corresponding to V = 0.01 and V = 19, respectively. The range of V in which partial 
drainage prevails, for dense and loose states, falls close the expected range of 0.03 < V < 30. 
 
A piezocone test was performed at the location where the tested silt samples were obtained. The measured 
piezocone parameters and derived values are illustrated in Figures 7a-7c. The measured cone resistance was 
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very low (qt ≈ 1 MPa) and excess pore pressures built up during penetration in the silt layers. The low cone 
resistance may seem contradictory to the strong dilation and high friction angle (Φ ≈ 380-390) measured in the 
triaxial apparatus. Unfortunately, no dissipation tests were performed. The permeability of the silt sediment is 
therefore estimated from charts (Robertson et al., 1986) to be in the range 10-5 m/s < k < 10-6 m/s. A 
representative value of k = 10-6 m/s is assumed and used to determine the site-specific correlation between ψ0 
and the value of (qt-u2)/p’0 as illustrated by the dotted line in Figure 6b. This correlation is expressed by (3), 
using the values ku = 14 and mu = 12. The correlation is applied to interpret the measured piezocone parameters 
and estimate the in-situ state of the silt sediments in terms of ψ0, (Figure 7d). At a depth of 5.5 m, the in-situ 
state parameter is determined as ψ0 ≈ -0.10, based on the ψ0-correlation to piezocone parameters. In 
comparison, the state parameter determined from the triaxial tests is ψ0 = -0.14.  
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Figure 6 . (a) Radial distribution of stresses after cavity expansion in partially drained conditions (k = 10-6 m/s). 
(b) Estimated value of (qt-u2)/p’0 as a function of the in-situ state parameter ψ0 and permeability coefficient k. 
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Figure 7 . a) Cone tip resistance. b) Measured and hydro-static pore pressure. c) The dimensionless group  
(qt-u2)/p’0. d)  Site-specific correlation between ψ0 and piezocone parameters. 
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These results agree very well, in the light of the assumptions made by the cavity expansion analysis. The 
discrepancy can be explained by a slightly higher drainage than assumed, either due to a lower permeability or 
spherical drainage during penetration. The comparison suggests that the tested silt samples are representative 
of a lightly disturbed state. Thus, the seemingly contradictory evidence of low cone resistance and high triaxial 
shear strength can readily be explained by a cavity expansion analysis formulated within the framework of 
CSSM. The low cone resistance is a derived effect of the silt having a large slope of the CSL, resulting in rather 
weak and compressible behaviour at high mean effective stresses.   
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